
Farml'ech 

Farmers choose Kubota 
Kubota's best-selling M-Series Narrow 
tractors {the M7040 and M8540) have re
ceived a favourable response from farmers, 
both locally and worldwide. 

Orchard farmer Pierre Ferreira points to the 
spacious cabin of the M8540 as one of its 
main benefits. 

"Our previous tractor of another well
known brand was significantly less com
fortable as the design of the cabin made 
foot movement cramped and difficult. The 
cabin of the Kubota, however, has plenty of 
space, contributing significantly to operator 
comfort and productivity," he explains. 

Another advantage of the Kubota is that 
changing from forward to reverse can be 
made without having to depress the clutch 
pedal. "This saves operational time, reduc
es fuel consumption, minimises operator 
fatigue and enhances overall productivity". 

Philip Fourie, an apple and pear farmer, 
now owns eight Kubota M8540s. After a 
trial period of only two weeks with the first 
machine he found that it consumed about 
20% less fuel than the tractor they were op
erating at the time. 

He adds that time is saved and fuel con
sumption further improved by the short-turn 
radius of the M8540 which reduces the fre
quency of forward/reverse movements. 

The cabs available on the M-Series, which 
are used extensively for spraying, have many 
features that meet international standards 
for farming hazards. These include safety, 
visibility, sound, climate control, layout of 
controls, operator space and, most impor
tantly, air filtration. 

Contact Kubota for more information about 
theM-Series or visit them at stand 139 dur
ing NAMPO. Tel: 011 284 2000. W 

KUBOTA M7040 NARROW KUBOTA M8540 NARROW KUBOTA M8540 NARROW CAB 
Engine: 

Engine Net Power: 50.7 kW/68.0 HP 
PTO Horse Power: 46.2 kW/62.0 HP 

Transmission: 
8F/8R (12F/12Rwith Creep) 

Hydraulic-shuttle 

Engine: 
Engine Net Power: 62.6 kW/84.0 HP 
PTO Horse Power: 56.0 kW/75.0 HP 

Transmission: 
10F/10R (15F/15R with Creep) 

Hydraulic-shuttle 

Engine: 
Engine Net Power: 62.6 kW/84.0 HP 
PTO Horse Power: 56.0 kW/75.0 HP 

Transmission: 
10F/10R (15F/15R with Creep) 

Hydraulic-shuttle 
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