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Small Footprint, 
High Power 
Smith Power Equipment (SPE) recen tly 
announced the arrival of the Kubota 
KX080-3S Super Series 8-ton excavator. 

Ideal for tough construction projects that 
require high power and performance in 
confined spaces, the excavator can do 
just about anything that larger conven
tional machines can do. 

Due to its t ight tail design and shorter 
rear overhang, the machine has improved 
stabi l ity, is equipped to handle a w ider 
range of loads and can function comfort
ably in far more restricted spaces tthan 
traditional ta i l swing excavators. 

The auto idle system helps save up to 
10% on fuel, prompting the engine to 
idle automatically when i t senses the 
control levers in neutral for longer tthan 
four seconds. The engine immediately 
re-engages if the control levers are moved. 
This fea ture aids in noise reduction, 
exhaust emissions and overall operat
ing costs. 

The 3-pump hydraulic system is a load
sensing system that makes use of three 
independent pumps for boom, arm and 
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Creagh Concrete, a long-term 
customer from Northern Ireland, 
has added a COE R2500 feeding 
and screening system and an 
additional AggMax log washer 
to their existing installation at 
Draperstown in order to tackle 
conglomerate even more effi 
ciently and rapidly than before. 
The combination of the new 
plant arrangements means that 
the minimum amount of mobile 
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equipment and manpower are 
C 1 requi red and that expensive 

1 double handling is el iminated . 
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A percentage of Creagh's prod ucts 

1 
are generated from a chal lenging 

' raw feed made up of conglomer-

swivel for more efficient bucket opera
tion. The high capacity control valve 
and hydraulic variable pumps enable 
high performance shoveling and loading. 

The machine's unique function of oi l f low 
control enables the user to control the 
oil flow in line w ith the requ irements, 
including those of the speci fic attach
ments in use. 

The auto-shiftfunction allows the system 
to automatically downshift for more 

ated aggregate, sand and silts in equal 
proportions. This conglomerate requires 
high tech equipment to recover good 
quality sand and aggregates. 

The introduction of a COE R2500 feed
ing and screening system made the use 
of 40-tonne dumpers possible and did 
away with the need to use shovels for 
transport from the pi t. The R2500's 
apron feeder can handle even the most 
difficult of teed materials andl the heavy 
duty P2-75 Infinity screen that forms 
part of the R2500 removed tlhe need for 
a mobile screener at the face. 

Additionally, after consulting with COE, 
it was agreed that the plant layout would 
be redesigned so that Creagh's exist-
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torque, and fitted with Kubota's unique 
anti-drop valve, accidental lowering of 
the boom is prevented. 

The t riple-opening bonnet makes for easy 
inspection and access to the hydraulic 
components under the centre hood or 
the battery, oi l f ilter and tool box under 
the right hood. 
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ing jaw crusher could be incorporated 
into the feed ing arrangement in order 
to preclude the need for a mobile jaw 
crusher at the face. 

A second AggMax 251 was incorporated 
into the washing ci rcuit and is now used 
to break up the conglomerate and release 
the sand, which is then removed before 
the aggregates are sent to the original log 
washer for even more efficient scrubbing. 

With the new upgrade in place, Creagh 
currently processes up to 150 tonnes per 
hour of raw feed. A VSD unit has been 
fitted to the first AggMax log washer to 
accommodate variations in the feed rate. 
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