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U15-3
Kubota Mini Excavator



Kubota mini excavator pursues customer satisfaction, 
evolves and gives you the best performance. 
When you have to take on a tough job in a tight space,
look no further than the versatile U15-3.
This compact excavator delivers necessary power, 
required control, and smooth performance.

Technology
Advanced functions with the cutting edge 
technology of Kubota.

13HP engine provides sufficient power and 
reliability to your required job. In addition to 
its superior horsepower and performance, it 
also offers low noise, vibration level and 
exceptional fuel efficiency.

   Powerful engine

Kubota has been achieving 
the dominant position in the 
field of commercial industrial 
diesel engine. (Below 100HP)

The U15-3 features a hydraulic track that can adjust 
the track width from 1240mm to 990mm. 
With a touch of the single lever, 
you can reduce the width to travel 
through narrow spaces or increase 
the width for better stability.

   Adjustable track width
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Changing the blade width is easy 
by removing the pin by hand.

990mm 1240mm

Kubota adopts ''3 pump system'', using three independent pumps for boom, arm and swivel to make the 
co-operation of bucket, boom and swivel smooth and efficient. It mounts high capacity control valve and hydraulic 
variable pumps to realize superb digging and loading performance.

   Hydraulic match system
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Strong bucket breakout force

The U15-3 has necessary power 
for heavy load and tough 
excavating operation.

Straight travel

Kubota hydraulic matching system 
keeps U15-3 traveling in a straight 
way while operating the boom, 
assisting in loading and off-loading.

Four simultaneous operation

Simultaneous operation of bucket, 
boom, arm and swing can be done 
smoothly.
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The U15-3’s excellent performance delivers you the best 
output at any time.

Versatile performance

The excellent reach and digging depth of U15-3 
ensure that each digging operation is performed 
with maximum efficiency and speed.

   Working performance

By putting the boom cylinder above the boom, 
it remains safe from damage during operations.

   Boom cylinder position

The boom swing function contributes to the comfortable 
operation near the wall. Together with its zero-tail swing 
structure, the machine is suitable for operation in tight space.

   Boom swing

Support  various attachments such as breaker.
(Flow rate: 27L / min)

   2 way AUX port (option)

Max. bucket breakout force: 15.2kN(1545kgf)
Max. digging depth: 2310mm 
Max. digging radius: 3900mm
Max. digging height: 3540mm

If you are looking for the machine with easy maintenance, 
U15-3 is the one to look.

Easy Maintenance

Wide opening bonnets enable easy access to all the 
serviceable areas such as fuel filter, water separator, 
battery and coolant.

   Wide-opening bonnets

The U15-3 front hoses are routed within the arm for greater 
protection. This design also provides the improved 
visibility for operator.

   Protected front hoses
The two-piece hose connections for the dozer cylinder 
simplify hose replacement and reduce downtime.

   Two-piece dozer hose

Track tension spring supports durability of the crawler.

   Track tension spring Kubota 
Genuine Parts 
for maximum 
performance,
durability and 
safety



Kubota mini excavator is widely used in various fields such 
as agriculture, landscaping and the construction jobs. 
With its powerful yet smooth operation this machine is 
capable of handling any challenges.  You may carry out 
operations in confined spaces thanks to its compact body 
and adjustable track width function.

Applications

   Agriculture    Landscaping

   Inside the building    Building construction
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Min. turning radius

Max. digging height
Max. dumping height
Max. digging depth
Max. vertical wall digging depth
Max. digging radius at ground
Max. digging radius

Min. tail turning radius
Transport length
Crawler length
Tumbler distance
Blade max. lift above ground
Blade max. drop below ground
Machine height
Boom swing (left/right)
Max. breakout force (bucket)

Specifications

Specifications in this catalog are subject to change without prior notice.

Model
0.04

450 / 400
1570 / 1640
1645 / 1715

3575
2250

990 / 1240
145

Kubota D782-E2-BH7
778

9.9(13.3) / 2300
Rubber / Steel

230
1585
1230

2.2 / 4.3
30
8.7

990 / 1240
265

260 / 180 
Variable pump x 2
+ gear pump x 1

18

Bucket capacity
Std.bucket width: (with/without cutting blade) 
Machine weight (rubber/steel crawler) 
Operating weight (including operator weight: 75kg) (rubber/steel crawler)  

m3

mm
kg
kg

mm
mm
mm
mm

  
cc

kW (HP) / rpm
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mm

km / h
deg
rpm
mm
mm
mm

Dimensions
(In transport condition)

Overall length
Overall height
Overall width
Min. ground clearance
Model
Total displacement
Rated output (SAE J1995 gross)

Crawler length
Tumbler distance
Travel speed (1st/2nd gear)
Max. climbing angle

Width
Height
Max. lift above ground/drop below ground

Engine

Track type
Track width

Travel section

Swing speed

Blade

Hydraulic pump type

Fuel tank capacity 
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